**ConnectIT T10 Adapter Plate**

**Installation Instructions**

- A. Device adapter plate (1x)
- B. Wire leg (1x)
- C. 8-32 UNC x 5/8" screws (2x)
- D. 8-32 UNC x 3/4" screws (2x)
- E. 8-32 UNC x 7/8" screws (2x)

Phillips screwdriver (not included).

Hex key (not included).
1. Insert the wire leg (B) into the adapter plate (A), by pressing the wire pins into the slots on the back of the plate.
2. Use a hex key to remove the screws from the back of the device.
3. Skip to the page that matches your assembly components. Use only the screws specified for your assembly.
vi. Adapter Plate and Handle
vii. Adapter Plate and Protective Case

Support for Your Tobii Dynavox Device

Get Help Online
See the product-specific Support page for your Tobii Dynavox device. It contains up-to-date information about issues and tips & tricks related to the product. Find our Support pages online at: www.TobiiDynavox.com or www.myTobiiDynavox.com.

Contact Your Sales Representative or Reseller
For questions or problems with your product, contact your Tobii Dynavox sales representative or authorized reseller for assistance. They are most familiar with your personal setup and can best help you with tips and product training. For contact details, visit www.TobiiDynavox.com/contact.
viii. Adapter Plate, Protective Case, and Handle